
Please note that installation instructions provided on this page serve as a guide only. Sassysigns recom-
mends installation by professionals. Appropriate  saftey measures and equipment should be used during 
installation. Sassysigns is not responsile for any personal injuries or damages to the product arising from 
installation. Illuminated signs must be installed by a qualified electrician.

 Signs with pre-drilled holes

Step 1
Place sign on wall. Ensure sign is 
level and gently mark out drilling 
locations from the pre-drilled 
mounting holes.

Step 2

1. To install sign on timber fence, ensure that 
either the top or bottom pre-drilled mount-
ing holes are positioned over fence railing 
before marking drilling locations.

A timber backing piece is required to 
secure standoffs to the fence if there is no 
railing behind mounting hole locations. 

2. Acrylic is brittle. Do not apply excessive 
force when securing to standoffs. Any 
misalignment between the mounting holes 
and standoffs should be adjusted with care 
and paitence to avoid damaging the sign.

3. To protect the surface from accidental 
scratches, never place sign on rough 
surfaces during installation. Always protect 
sign surface with a towel until it is ready to 
be installed.

4. Preparation of site prior to installation is 
essential. Lay a few thick towels below 
where the sign is going to sit so that it 
reduces the chance of damege should the 
sign unexpectedly fall during installation.

Step 3
Place supplied metal 
standoffs over previously 
drilled holes and secure with 
screws.

Step 4
Place sign over standoffs and 
secure with standoff caps. 
Check signage is securely 
fastened to complete installa-
tion. Standoff caps can be 
permanently secured using 
Loctite.

Drill into marked locations and 
insert nylon anchors (asonary 
walls) or wallmates 
(plasterboard walls). Refer to 
Installation Tips section if install-
ing sign on timber fence.

Installation Tips


